National Wildfire Coordinating Group Minimum Standards By Type

Type 6 Engine Requirements

Kimtek Firelite FDHP 300 series
FDHP-302-160 (6.5)
FDHP-302-160 (9)
FDHP-302-160 (13)
FDHP-302-160 (13 Darley)
FDHP-303-200 (6.5)
FDHP-303-200 (9)
FDHP-303-200 (13)
FDHP-303-200 (13 Darley)
FDHP-305-160 (6.5)
FDHP-305-160 (9)
FDHP-305-160 (13)
FDHP-305-160 (13 Darley)
FDHP-306-200 (6.5)
FDHP-306-200 (9)
FDHP-306-200 (13)
FDHP-306-200 (13 Darley)

Type 7 Engine Requirements

Kimtek Firelite UTV skids
FDH-203 (6.5)
FDH-203 (9)
FST-204 (6.5)
FST-204 (9)
FHR-205 (6.5)
FHR-205 (9)
FCW-206 (6.5)
FCW-206 (9)

150 Gal

160 Gal
160 Gal
160 Gal
160 Gal
200 Gal
200 Gal
200 Gal
200 Gal
160 Gal
160 Gal
160 Gal
160 Gal
200 Gal
200 Gal
200 Gal
200 Gal

50 Gal

55 or 70 Gal
55 or 70 Gal
85 Gal
85 Gal
55 or 70 Gal
55 or 70 Gal
55 or 70 Gal
55 or 70 Gal

50 GPM

Pump Max GPM

v (65 GPM)
v (120 GPM)
v (120 GPM)
v (120 GPM)
v (65 GPM)
v (120 GPM)
v (120 GPM)
v (120 GPM)
v (65 GPM)
v (120 GPM)
v (120 GPM)
v (120 GPM)
v (65 GPM)
v (120 GPM)
v (120 GPM)
v (120 GPM)

10 GPM

Pump Max GPM

v (65 GPM)
v (120 GPM)
v (65 GPM)
v (120 GPM)
v (65 GPM)
v (120 GPM)
v (65 GPM)
v (120 GPM)

Minimum Tank Capacity Minimum Flow Rate Minimum Pressure

100 psi

Pump Max psi

Minimum Tank Capacity Minimum Flow Rate Minimum Pressure

100 psi

Pump Max psi

Hose Types
1" x 300

1" x 50" or 3/4" x 100" on
reel standard. 1" x 100’ or
3/4" x 150" available. Hose
storage area standard on

302 & 303 to hold additional
hose. Custom hose trays
also available on 302 &
303.

Hose Types
1" x 200’

1" x 50' or 3/4" x 100' on
reel standard. Hose storage
area standard to hold
additional hose on all but
FCW-206.
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